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5 Water repellent
Superb thermal insulation properties
from A,=0,027 W/(m-K)

VA

Suitable for use in groundwater

5

. Resistant to frost/thaw changes

Highly compression proof
> 700 kPa

. Complete with

national technical approval

ol LU

. Insulation thicknesses from 20 - 320 mm

XPS thermal insulation by JACKON Insulation
JACKODURE® is a top quality thermal insulation material
made of extruded polystyrene foam — highly compres-
sion proof, dimensionally stable, and moisture and rot
resistant. JACKODUR® thermal insulation is available in
a wide range of thickness and edge profiles, and with
smooth or textured surfaces. The lambda values of the
entire range of JACKODUR® XPS products are very low,
even and especially with larger thicknesses. We recom-
mend only ever laying one layer to take the best possible
structural advantage of this in all applications.

JACKODUR®



JACKODUR®

Thermal insulation for structural use.
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Thermal insulation

VERCI0[0)
Standard SF

B High-performance insulation R 2
witgh SFl).IpeI’b insulating properties Art. no. EAN code Thlsrl](%ess p%?%recljcsk pg'ag.:l?et prgc/k
Ap=0.027 W/(m-K) 4508142 40 25345 07005 7 50 8 12 6,00

B Boards with 15 mm shiplap 4508143 40 25345 07006 4 60 7 12 5,25
allround for insulating perimeters, 4508144 40 25345 07007 1 80 5 12 3,75

- flat roofs, beneath screed, etc. 4508145 40 25345 07008 8 100 4 12 3,00
SS;;Z? extrusion-compressed 4508300 40 25345 07120 7 120 3 14 2,25

B Compressive strength 300 kPa 4508301 40 25345 07121 4 140 3 12 2,95

B Format 1265 x 615 mm, 4508302 40 25345 07122 1 160 3 10 2,25
covering area 1250 x 600 mm 4508303 40 25345 07123 8 180 2 14 1,50
= 0.75 m? 4508304 40 25345 07124 5 200 2 12 1,50
of 260 mm or more 4509134 40 25345 07746 9 240 2 10 1,50
Format 1280 x 630 mm, 4509135 40 25345 07747 6 260 1 20 boards 0,75
covering area 1250 x 600 mm 4509136* 40 25345 07748 3 280 1 18 boards 0,75
=0.75 m? 4509137* 40 25345 07749 0 300 1 18 boards 0,75

4509134 40 25345 07750 6 320 1 18 boards 0,75

* on request

a

Plus 300
Gefiniert GL
B High-performance insulation i 2
witgh SFL)lpel’b insulation properties Art. no. EAN code Thlﬁ!'(rr:]ess p%??)':(?k p:raggﬁet prgc/k
Ay= 0.027 W/(m-K) 4510539* 40 25345 08669 0 50 8 12 6,00
M Structured extrusion-compressed 4510540* 40 25345 08670 6 60 7 12 5,25
2‘:'ifnaggIL°;:;:S“23§ra':’;gzg'r‘]gable 4510541 40 25345 08671 3 80 5 12 3,75
shuttering 4510542* 40 25345 08672 0 100 4 12 3,00
B Foruseas plaster base, plinth 4510543* 40 25345 08673 7 120 3 14 2,25
insulation, concealed formwork 4510544* 40 25345 08674 4 140 3 12 2,25
for initial concrete application, 4510545* 40 25345 08675 1 160 3 10 2,25
and thermal bridge insulation 4510546* 40 25345 08676 8 180 2 14 1,50
B Boards with smooth edges (GL) 4510547* 40 25345 08677 5 200 2 12 1,50
B Tensile strength perpendicular * on request
to board plane: 200 kPa
B Format 1250 x 600 mm
B Compressive strength 300 kPa
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Thermal insulation

KF 300
Standard SF

i 2 B Boards with 15 mm shipla
i 1S Sl Eees Thl(r:rt(gess p%(r)%'ggk pg'agglfet prgc/k all-round PP
4500650 40 25345 00650 6 30 14 12 10,50 B For insulating perimeters, flat roofs,
4500652 40 25345 00652 0 40 10 12 7,50 beneath screed, etc.
4500654 40 25345 00654 4 50 8 12 6,00 B Smooth, extrusion-compressed
4500656 40 25345 00656 8 60 7 12 5,25 surface
4501136 40 25345 01136 4 80 5 12 3,75 B Compressive strength 300 kPa
4502549 40 25345 02549 1 100 4 12 3,00 B Format 1265 x 615 mm,
4502550 40 25345 02550 7 120 3 14 2,25 covering area
1250 x 600 mm = 0.75 m?
4502551 40 25345 02551 4 140 3 12 2,25 B 30 mm shiplap on thicknesses
4504072 40 25345 04072 2 160 3 10 2,25 of 260 mm or more
4502553 40 25345 02553 8 180 2 14 1,50 B Format 1280 x 630 mm,
4502554 40 25345 02554 5 200 2 12 1,50 i 1250 x 600 mm
4502968 40 25345 02968 0 220 2 12 1,50 T
4502969 40 25345 02969 7 240 2 10 1,50
4502970* 40 25345 02970 3 260 1 20 boards 0,75
4502971* 40 25345 02971 0 280 1 18 boards 0,75
4506530* 40 25345 05903 8 300 1 18 boards 0,75
4502973* 40 25345 02973 4 320 1 16 boards 0,75

* on request

KF 300
Standard GL

; 2 B Extrusion-compressed surface
Art. no. EAN code Thlsrl‘(rgess pigiffk p;ag:l?et prgc/k for floors, scregd, multi-layer
4500640 40 25345 00640 7 20 20 12 15,00 core insulation etc.
4500642* 40 25345 00642 1 30 14 12 10,50 B Format 1250 x 600 mm
4500644 40 25345 00644 5 40 10 12 7,50 B Compressive strength 300 kPa
4500646* 40 25345 00646 9 50 8 12 6,00 Bl Boards with smooth edges (GL)
4500648 40 25345 00648 3 60 7 12 5,25
4501199* 40 25345 01199 9 80 5 12 3,75
4502568* 40 25345 02568 2 100 4 12 3,00
4502569* 40 25345 02569 9 120 3 14 2,25
4502570* 40 25345 02570 5 140 3 12 2,25
4504074* 40 25345 04074 6 160 3 10 2,25
4502572* 40 25345 02572 9 180 2 14 1,50
4503007* 40 25345 03007 5 200 2 12 1,50
4503008* 40 25345 03008 2 220 2 12 1,50
4503009* 40 25345 03009 9 240 2 10 1,50

* on request ' compressive strength 200 kPa
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Thermal insulation

Gefiniert GL
B Structured extrusion-compressed Thickness Boards Packs mz/
surface for use under rendering e 2 e mm per pack per pallet pack
orin cold stores and as expendable 4500622 40 25345 00622 3 20 20 12 15,00
shuttering . 4500624 40 25345 00624 7 30 14 12 10,50
u Ezzfastfois géif:;lzgsf‘;ﬂmtk 4500626 40 25345 00626 1 40 10 12 7,50
for initial concrete application, 4500628 40 25345 00628 5 50 8 12 6,00
and thermal bridge insulation 4500630 40 25345 00630 8 60 7 12 5,25
B Boards with smooth edges (GL) 4501137 40 25345 01137 1 80 5 12 3,75
B Tensile strength perpendicular 4502556 40 25345 02556 9 100 4 12 3,00
to board plane: 200 kPa 4502557 40 25345 02557 6 120 3 14 2,25
B Format 1250 x 600 mm
4504073 40 25345 04073 9 160 3 10 2,25
4502560 40 25345 02560 6 180 2 14 1,50
4502561 40 25345 02561 3 200 2 12 1,50
4503014* 40 25345 03014 3 220 2 12 1,50
4503015* 40 25345 03015 0 240 2 10 1,50
4508722+ 40 25345 07438 3 260 1 20 0,75
4508723* 40 25345 07439 0 280 1 18 0,75
4508724* 40 25345 07440 6 300 1 18 0,75
4508725* 40 25345 07441 3 320 1 16 0,75

*on request ' compressive strength 200 kPa

KF 300
Standard NF

B Tongue and groove joint e.g. i 2
for gitched rgofs (onJ raftersg) etc. Art. no. EAN code Thl%(rr%ess p%??)?gk p:raggﬁet ch/k
B Extrusion-compressed surface 4501579 40 25345 01579 9 40 10 12 15,00
B Compressive strength 300 kPa 4501580 40 25345 01580 5 50 8 12 12,00
B Covering area 4501581 40 25345 01581 2 60 7 12 10,50
2500 x 600 mm = 1.5 m? 4502231 40 25345 02231 5 80 5 12 7,50
4507458 40 25345 06545 9 100 4 12 6,00
4507459* 40 25345 06546 6 120 3 14 4,50

* on request
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Art. no.

4502772*
4502773*
4502774*
4502775
4502946
4502947
4502948*
4504076
4502979*
4502980
4502981*
4502982*
4502983*
4502984*
4502985*
4502986*
* on request

Art. no.

4504060*
4504061*
4502987
4502988
4502989
4502990
4502991*
4502992*
4502993*
4502994*
4502995*
4506490*
4506491*
4506348*
4506492*
* on request

EAN code

40 25345 02772 3
40 25345 02773 0
40 25345 02774 7
40 25345 02775 4
40 25345 02946 8
40 25345 02947 5
40 25345 02948 2
40 25345 04076 0
40 25345 02979 6
40 25345 02980 2
40 25345 02981 9
40 25345 02982 6
40 25345 02983 3
40 25345 02984 0
40 25345 02985 7
40 25345 02986 4

Thickness
mm

40
50
60
80
100
120
140
160
180
200
220
240
260
280
300
320

Paquets/

Palette
8

= =2 24 A DD DNWWWwsOoN

Packs
per pallet

12

12

12

12

12

14

12

10

14

12

12

10
20 boards
18 boards
18 boards
16 boards

EAN code

40 25345 04060 9
40 25345 04061 6
40 25345 02987 1
40 25345 02988 8
40 25345 02989 5
40 25345 02990 1
40 25345 02991 8
40 25345 02992 5
40 25345 02993 2
40 25345 02994 9
40 25345 02995 6
40 25345 05862 8
40 25345 05863 5
40 25345 05781 2
40 25345 05864 2

Thickness
mm

50
60
80
100
120
140
160
180
200
220
240
260
280
300
320

Panneaux/
paquet

8

7
5
4
3
3
3
2
2
2
2
1
1
1
1

JACKODUR®

Packs
per pallet

12

12

12

12

14

12

10

14

12

12

10
20 boards
18 boards
18 boards
16 boards

m?/
pack
7,50
6,00
5,25
3,75
3,00
2,25
2,25
2,25
1,50
1,50
1,50
1,50
0,75
0,75
0,75
0,75

m2/
pack
6,00
5,25
3,75
3,00
2,25
2,25
2,25
1,50
1,50
1,50
1,50
0,75
0,75
0,75
0,75

Thermal insulation

KF 500
Standard SF

Boards with 15 mm shiplap
all-round for heavy-duty
applications when insulating
perimeters, flat roofs, parking decks,
beneath industrial floors, etc.
Smooth, extrusion-compressed
surface

Compressive strength 500 kPa
Format 1265 x 615 mm,

covering area
1250 x 600 mm = 0.75 m?

B 30 mm shiplap on thicknesses

of 260 mm or more

B Format 1280 x 630 mm,

covering area 1250 x 600 mm
=0.756 m?

KF 700
Standard SF

Boards with 15 mm shiplap
all-round for extremely heavy-duty
applications when insulating
perimeters, flat roofs, parking decks,
beneath industrial floors, etc.

Smooth, extrusion-compressed
surface
Compressive strength 700 kPa

Format 1265 x 615 mm,
covering area
1250 x 600 mm = 0.75 m?

B 30 mm shiplap on thicknesses

of 260 mm or more

B Format 1280 x 630 mm,

covering area 1250 x 600 mm
=0.75 m?
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Insulation system for floor plates

JACKODURE® Atlas

JACKODUR® Atlas is an insulation system for floor plates. Its intelligent joining technology creates a sturdy composite
insulation system that eliminates the need to brace the floor plate at the sides. Insulation and formwork application in one
and the same step. JACKODUR® Atlas allows you to create floor plates that are free of thermal bridges and with different
insulation thicknesses and compressive strengths to suit your individual requirements.

Formwork element

B Formwork element with tongue for insertion into the Atlas corner and side element
B Insulation thicknesses from 80 — 320 mm for floor plate heights up to 500 mm

Surface element

B Surface element for Atlas
B Insulation thicknesses from 100 — 320 mm

Corner element

B with groove for mounting
the Atlas formwork element

B Insulation thicknesses from 100 — 320 mm

[ ]

Side element

B with groove for mounting
the Atlas formwork element
B Insulation thicknesses from 100 — 320 mm

08 JACKODUR®



JACKODURE® Atlas price enquiry

Please complete, make a copy, and fax to JACKON Insulation: +49 5204 9955 400.
Or simply complete online: www. http://www.jackon-insulation.com/services/kataloge-prospekte/

[J Architect/Planner Name/Company:
O Private property owner
Contact:
[ Retailer
[J system/Prefab house manufacturer Address:

[ Property developer
Post code/Town:

Phone/Fax:

Email:

We need the following information to compile your quote:

Address of the construction project:

0 JACKODUR® Atlas 300
0 JACKODUR® Atlas 500
0 JACKODUR® Atlas 700

1. Thickness of surface element:
(Insulation thickness beneath floor plate)

2. Height of formwork element:
(Thickness of floor plate)

3. Thickness of formwork element:
(Thickness of side insulation)

Floor plate area:
(external floor plate dimensions,
excluding insulation)

Floor plate circumference:
(external floor plate dimensions,
excluding insulation)

We need a layout plan of the floor plate when

you will order the JACKODUR® Atlas system.

Please contact us if you require further details
Number of corners (90°) piece or customized solutions.

JACKODUR® 09



Cold bridge insulation

Foundation
shuttering

Two functions in one product: Thickness  Height Length Pack cont.
Formwork and thermal bridge e EaEmey mm mm mm Typs boards

insulation 4502926* 40 25345 02926 0 50 500 1250 K1F 50 8
Quick and cost-efficient to install 4500909* 40 25345 00909 5 50 600 1250 KIF 60 8
Sturdy, compression proof 4500910* 40 25345 00910 1 50 800 1250 KI1F 80 8
Rot resistant * on request

No thermal bridges

Each element with 4 integrated
pipe sleeves, internal diameter
approx. 13 mm

Smooth, extrusion-compressed
surface

Rendering
edging strips

B Edging finish for window and door i i

opgnir?gs in cavity walls or in the Bl e SanEsey Thlsrl]%ess Hr?:rgnht L?r?r%th Pa&l;(;::snt.

gable end area 4500163* 40 25345 00163 1 60 60 1250 70

B Structured surface can be 4500093* 40 25345 00093 1 60 80 1250 49

plastered on directly 4500173* 40 25345 00173 0 60 100 1250 42

4500092* 40 25345 00092 4 60 120 1250 35

4500172* 40 25345 00172 3 80 80 1250 35

4500090* 40 25345 00090 0 80 100 1250 30

4500170* 40 25345 00170 9 80 120 1250 25

4500957 40 25345 00957 6 80 140 1250 20

4504155 40 25345 04155 2 80 160 1250 15

4505907 40 25345 05484 2 80 180 1250 15

4506533* 40 25345 05906 9 80 200 1250 15

4500091* 40 25345 00091 7 100 100 1250 24

4500171* 40 25345 00171 6 100 120 1250 20

4501774* 40 25345 01774 8 100 140 1250 16

4500891* 40 25345 00891 3 100 150 1250 16

4509333* 40 25345 07876 3 100 200 1250 12

4500085* 40 25345 00085 6 120 120 1250 15

4500961* 40 25345 00961 3 120 140 1250 12

4502333* 40 25345 02333 6 120 150 1250 12

4505067* 40 25345 05067 7 120 160 1250 9

4505068* 40 25345 05068 4 120 180 1250 9

4505069* 40 25345 05069 1 120 200 1250 9

* on request. Minimum order: 10 packs packaged on pallet

10 JACKODUR®



Cold bridge insulation

Insulation shuttering

NIDIS
i i B Floor edge formwork, thermal

i L Sl e Thlﬂ(;ess |-|r?1lts';nht L?:r%th Pag:iléé:;nt. insulatiog and plaster base
4500022 40 25345 00022 1 35 160 1250 160 combined into one product
4500115* 40 25345 001150 35 180 1250 160 B Element made entirely of high
4500474 40 25345 00474 8 35 200 1250 128 quality XPS
4500101 40 25345 00101 3 35 220 1250 128 B Simple tongue and groove
4500023 40 25345 00023 8 35 250 1250 128 installation

M Additional fastening or back
support required for heights
4500099* 40 25345 00099 3 50 160 1250 160 of 200 mm or more
4500021* 40 25345 00021 4 50 180 1250 160 B No need to remove the formwork
4500114* 40 25345 00114 3 50 200 1250 128 B Total base width for 35 mm
4500100* 40 25345 00100 6 50 250 1250 128 and 60 mm thickness = 100 mm
B Available with company imprint

4502330* 40 25345 02330 5 60 160 1250 120 on request
4502115* 40 25345 02115 8 60 180 1250 128
4502116 40 25345 02116 5 60 200 1250 96
4502331* 40 25345 02331 2 60 220 1250 96
4502332* 40 25345 02332 9 60 250 1250 96

*

on request. Minimum purchase 1pack

Insulation shuttering
Plus

T T " o e
4509122* 40 25345 07735 3 60 160 1250 120 B You only need 60 mm to replace
4509123* 40 25345 07736 0 60 180 1250 128 conventional 80 mm XPS
4509124* 40 25345 07737 7 60 200 1250 96 B Up to 25% improved insulating
4509125* 40 25345 07738 4 60 220 1250 96 performance
4509126* 40 25345 07739 1 60 250 1250 96 B Total base width = 100 mm

* on request. Minimum purchase 1 pack

JACKODUR® 11



Cold bridge insulation

A,=0.027 W/(m-K)
available

on request

Cavity tray
insulation
| ; ; ; A A
mombrancs for cavity frayse Art. no. EAN code ol al e |
Moisture is drained automatically 4504081* 40 25345 04081 4 80 250/350 1250 10 12,50
through the fall (DIN 1053) 4504082* 40 25345 04082 1 100 250/350 1250 8 10,00
B Tongue and groove connection 4504083* 40 25345 04083 8 120 250/350 1250 6 7,50
for a cold bridge free insulating 4504084* 40 25345 04084 5 140 250/350 1250 6 7,50
4508475* 40 25345 07244 0 160 250/350 1250 6 7,50
4510256* 40 25345 08472 6 180 250/350 1250 6 7,50
4512281* 40 25345 09803 7 200 250/350 1250 4 5,00
* on request

Insulation Strip

M no thermal bridges i i

B easy to work wgh Art. no. EAN code Thl%(%ess Hf?:%ht L?T?f?:h lDl)%Q;/

. price advantage Compared 4507809* 40 25345 06757 6 30 60 1250 70
to roof battens 4507810* 40 25345 06758 3 60 60 1250 35

M thermal conductivity = 4507811* 40 25345 06759 0 80 60 1250 25
0.035 W/(m-K) up to 60 mm * on request. Minimum order: 1 box. Further dimensions available on request

insulation strip thickness

Angle fillet
M Insulation angle fillet for flat roofs Thickness Length Pcs./ m/
B Chamfered corners in accordance Art. no. EAN code mm mr% pack pack
with DIN 18195 4504085* 40 25345 04085 2 50/50 1250 60 75,00
Improved sealing sheet joining 4504086* 40 25345 04086 9 60/60 1250 40 50,00
technology 4504087* 40 25345 04087 6 80/80 1250 25 31,25
* on request

12 JACKODUR®



Filter layer

KF 300
Jackodrain
i 2 B Thermal insulation, drainage and

P [ EavEnE Thl%l&'n?ss P%rg;euael{)(/ pg'aggﬁet prgc/k building protection for wal?s and
4503355* 40 25345 03355 7 40 9 12 6,75 floors in contact with soil
4503356* 40 25345 03356 4 50 7 12 5,25 B Superb drainage rates for outdoor
4503357+ 40 25345 03357 1 60 6 12 4,50 cellar walls, even when installed
4503358 40 25345 03358 8 80 5 12 3,75 toadepth of 10m
4503359 40 25345 03359 5 100 4 12 3,00 ' JACKODUR® KF base panel
4506531* 40 25345 05904 5 120 3 14 2,25 W10 cm fleece overlap

as per DIN 4095
4506532* 40 25345 05905 2 140 3 12 2,25 B Can be installed lengthwise
4503362 40 25345 03362 5 160 3 10 2,25 or transverse
4505160* 40 25345 05160 5 180 2 14 1,50 B Completely permeable, so it can
4505161* 40 25345 05161 2 200 2 12 1,50 also be used horizontally
4507456* 40 25345 06543 5 220 2 12 1,50 B Format 1265 x 615 mm.
4507457* 40 25345 06544 2 240 2 10 1,50 covering area 1250 x 600 mm
4508729 40 25345 07268 6 260 1 20 boards 0,75 =0.75 m?
4508330* 40 25345 07269 3 280 1 18 boards 0,75 B 30 mm shiplap on thicknesses
4509156* 40 25345 07270 9 300 1 18 boards 0,75 of 260 mm or more
4506317* 40 25345 07271 6 320 1 16 boards 1,50 B Format 1280 x 630 mm,
* on request. ' Total thickness = insulation thickness +7 mm (dimpled sheet and filter layer) ?Zggn;g;(;e;m —0.75m?

Jackodrain
cover profile

Lenght Dimensions M Horizontal end strip, which ensures
sl = ees m mm Pack pcs. that the dimpled sheet is not dirtied
4509261 40 25345 07812 1 2,50 30 x 30 10 along the upper edge during

backfilling

B The end strip can be glued along
the forward edge with JACKODUR®
assembly adhesive, for instance

JACKODUR® 13



Accessories

Etics anchors " \xﬁ » “

u S?L%Z?Jggg nical Approval Art. no. EAN code Pcs./box Lﬁ%th
[ ] Universally suitable for all 4501717 40 25345 01717 5 100 115
substrates 4501718 40 2534501718 2 100 135
B Fitting depth 70 mm 4501719 4025345017199 100 155
B dia. 8/60 mm 4501720 40 2534501720 5 100 175
4501721 402534501721 2 100 195
4501722 40 2534501722 9 100 215
4501723 40 2534501723 6 100 235

other lengths on request

-
J
S-type nails
LY
B For boards of thickness [sulEien meerEl
from 40 to 120 mm Art. no. EAN code Pes./box thickness mm

B Colour: white 4500166 40 25345 00166 2 100 40
4500087 40 25345 00087 0 100 50
4500088 40 25345 00088 7 100 80
4500168 40 25345 00168 6 100 100
4500018 40 25345 00018 4 100 120

Construction
board disk

B zum Befestigen von JACKODUR®

. Dimensions
Wérmedammplatten Ausfiihrung Art.-Nr. EAN-Code Pcs./box st
Edelstahl @ 36 mm 4501171 40 25345011715 100 25,5
Kunststoff 2 60 mm 4500229 40 25345 00229 4 100 o5
Verzinkt @ 50 mm 4500230 40 25345 00230 0 100 o5

14 JACKODUR®
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Art. no. EAN code Volrlr.|11ne Pcs./box
4514799 40 25345 11065 4 750 1

: i g
| Jeik o,
ST % \S.S"ix\ti“ IJ

Art. no. EAN code VOLL:'Ine Pcs./box
4510610 40 25345 08725 3 310 12

Length Width
Art. no. EAN code i i
4501712 4025345017120 100 3

JACKODUR®

Accessories

Perimeter adhesive

M 1K-PU-Kleber zum Verkleben von
JACKDUR®

M schlieBt Fugen und Aussparrungen
im Perimeterbereich

B wirmedammend 0,0354 W/(m-K)

M sofort Einsatzbereit mit beiliege-

dem Adapterréhrchen oder auf eine

Klebepistole bei groBflachigen

Arbeiten aufschrauben

M beste Haftung auf bauiiblichen
Untergriinden

B Ergiebigkeit bis zu 16 m2 Wand-
flache pro Dose (mit Klebepistole)

Assembly
adhesive

Solvent-free PU-based adhesive
Very high ultimate strength

For gluing JACKODUR®
and JACKOBOARD®

Very fast curing
1 tube gives 10 linear metres

Filter layer WA

Water-flow reducing layer for
inverted roofs

Waterproof but water vapour
permeable

Fabric weight appr. 100 g/m?

Fire resistance class B2
according to DIN 4102

UV stable

15



JACKODUR® Produktempfehlungen

Produktempfehlungen nach genormten oder zugelassenen Anwendungen in Deutschland

DIN 4108-10/
Anwendung und Verlegeart Zulassung 300 500 700 300
Standard Standard Standard Gefiniert

300
Gefiniert

300
Standard

Perimeter Wand L v Ve v - v -
bei Bodenfeuchte einlagig FhY
W | Perimeter Boden L v v v - v -
:4 " bei Bodenfeuchte einlagig PB
£
[5) Grundungsplatte, . Ve Ve v - - -
- auch im Grundwasser il DR T
Perimeterddmmung . . v v V4 - - -
im Grundwasser einlagig Z-23.33-1539
Dammung unter Estrich einlagig, DEO v v v = v =
ohne Schallschutz mehrlagig
Sockelddmmung L - - - v - v
als Putztrager einlagig WAP
§ Warmebriicken einlagig WAP - - - Ve - v
‘§ Innenddmmung einlagig WI - - - Ve - Ve
T
Wanddammung einlagig, : _
hinter Bekleidung mehrlagig i 4 v 4 4
. einlagig, v v - Ve -
Kernddmmung mehrlagig wz
Kellerdecke einlagig DI - - - v - v
Umkehrdach bekiest einlagig DUK v v v - v -
Umkehrdach begriint einlagig Z-23.31-1540 v v v - - -
Umkehrdach bekiest und cinlagig  Z-23.31-1540 Ve v v = - -
wasserableitender Trennlage
§ Terrassendach einlagig DUK v v v - v -
a
Steildach/ i elnlgglg, DAD 4 4 / 4 / _
Aufsparrenddmmung zweilagig
Konventionelles Flachdach sinlagig
mit Schutzschicht ber der mehrlagié DAA V4 V4 v/ - v/ -
Abdichtung
Zur Beachtung

Die Angaben in dieser Druckschrift basieren auf unseren derzeitigen Kenntnissen und Erfahrungen. Sie stellen keine Zusicherung im Rechtssinne
dar. Bei der Anwendung sind stets die besonderen Bedingungen des Anwendungsfalles zu bericksichtigen, insbesondere in bauphysikalischer,
bautechnischer und baurechtlicher Hinsicht.
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JACKODUR® Anwendungsgebiete nach DIN 4108-10

Anwendungsgebiete von extrudiertem Polystyrolschaum (XPS)

Anwendungs- Kurz-

gebiet T Anwendungsbeispiele

DAD AuBenddammung von Dach oder Decke, vor Bewitterung geschiitzt, Dammung unter Deckungen

DAA AuBenddammung von Dach oder Decke, vor Bewitterung geschiitzt, Dammung unter Abdichtungen

DUK AuBenddmmung des Daches, der Bewitterung ausgesetzt (Umkehrdach)

Dz Zwischensparrenddmmung, zweischaliges Dach, nicht begehbare, aber zugéngliche oberste Geschossdecken

Innenddmmung der Decke (unterseitig) oder des Daches,

Dach und Decke

o Dammung unter den Sparren/Tragerkonstruktion, abgehéngte Decke usw.
DEO Innendammung der Decke oder Bodenplatte (oberseitig) unter Estrich ohne Schallschutzanforderungen
DES Innenddmmung der Decke oder Bodenplatte (oberseitig) unter Estrich mit Schallschutzanforderungen
WAB AuBenddmmung der Wand hinter Bekleidung
WAA AuBenddmmung der Wand hinter Abdichtung
WAP AuBendammung der Wand unter Putz
wz D&mmung von zweischaligen Wénden, Kernddmmung
WH Dammung von Holzrahmen- und Holztafelbauweise
wi Innendammung der Wand
WTH Dammung zwischen Haustrennwéanden und Schallschutzanforderungen
WTR D&mmung von Haustrennwénden
% PW AuBenliegende Warmedammung von Wanden gegen Erdreich (auBerhalb der Abdichtung)
E’ PB AuBenliegende Warmedammung unter der Bodenplatte gegen Erdreich (auBerhalb der Abdichtung)

Druckfestigkeitsklassen gemaB DIN 4108-10

Produkt- Kurz- Anforderung : .
eigenschaft zeichen in kPa Beschreibung Beispiele

dk - Keine Druckbelastbarkeit Hohlraumd&mmung, Zwischensparrenddmmung
E dg - Geringe Druckbelastbarkeit Wohn- und Burobereich unter Estrich
% dm 200 Mittlere Druckbelastbarkeit Nicht genutztes Dach mit Abdichtung
% dh 300 Hohe Druckbelastbarkeit Genutzte Dachflachen, Terrassen
g ds 500 Sehr hohe Druckbelastbarkeit Industriebdden, Parkdeck
dx 700 Extrem hohe Druckbelastbarkeit Hoch belastete Industriebdden, Parkdeck
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JACKODUR® Technical data

Extruded polystyrene foam (XPS) according to EN 13164

Properties Thii(rl;ess Deoﬁ;?ttion/ Standard
Density kg/m?® EN 1602

20

30

40

50

60

80

100

120
Thermal conductivity :: :2 Ao W/(m-K) EN 13164

180

200

220

240

260

280

300

320
Thickness tolerance Ti Class EN 823
Dimensional stability at 70°C and 90% relative humidity DS(70/90) % EN 1604
Compressive stress at 10% deformation or compressive strength CS(10\Y)i Level i kPa® EN 826
Reaction to fire = Class EN 13501-1
Deformation under 40 kPa load and 70°C DLT(2)5 % EN 1605
Tensile strength TRi Level i kPa® EN 1607
Compressive creep (50 years, deformation < 2%) CC(2/1,5/50)a, g, in kPa® EN 1606
Long term water absorption by total immersion WL(T)i Level i % EN 12087
Long term water absorption by diffusion’ WD(V)i Class EN 12088
Freeze-thaw resistance FTCDi Class EN 12091
Water vapour diffusion resistance factor’ Y - EN 12086
Coefficient of linear thermal expansion - mm/(m-K) -
Maximum working temperature - °C -

Surface -

Possible edge profiles -

' depending on thickness
2 at thickness 20 mm: 200 kPa
3 100 kPa = 100 kN/m? = 0,1 N/mm?

Note:
JACKODURE® products have numerous application possibilities. However, the supplier is not always able to monitor correct deployment, handling and
installation of the products in accordance with the directions provided. The company JACKON Insulation therefore accepts liabiltiy only for the data

specified here in accordance with the approval specifications
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Plus 300 Plus 300 DS 300 KF 300 KF 300 KF 500 KF 700
Standard Gefiniert Standard Standard Gefiniert Standard Standard

- - - - 0,034 0,55 0,034 0,55 0,034 0,55 S = - -

- - - - 0,034 0,85 0,034 0,85 0,034 0,85 - - - -

- - - - 0,034 1,15 0,034 1,15 0,034 1,15 0,036 1,10 = -
0,027 1,85 0,027 1,85 0,034 1,45 0,034 1,45 0,034 1,45 0,036 1,35 0,036 1,35
0,027 2,20 0,027 2,20 0,034 1,75 0,034 1,75 0,034 1,75 0,036 1,65 0,036 1,65
0,027 2,95 0,027 2,95 0,035 2,25 0,035 2,25 0,035 2,25 0,037 2,15 0,037 2,15
0,027 3,70 0,027 3,70 0,036 2,75 0,035 2,85 0,035 2,85 0,037 2,70 0,037 2,70
0,027 4,40 0,027 4,40 0,036 3,30 0,035 3,40 0,035 3,40 0,037 3,20 0,037 3,20
0,027 5,15 0,027 5,15 0,036 3,85 0,035 4,00 0,035 4,00 0,037 3,75 0,037 3,75
0,027 5,90 0,027 5,90 0,036 4,40 0,035 4,55 0,035 4,55 0,037 4,30 0,037 4,30
0,027 6,65 0,027 6,65 0,037 4,85 0,035 5,10 0,035 5,10 0,037 4,85 0,037 4,85
0,027 7,40 0,027 7,40 0,037 5,40 0,036 5,55 0,036 5,55 0,038 5,25 0,038 5,25

0,027 8,10 - - - = 0,036 6,10 0,036 6,10 0,038 5,75 0,038 5,75
0,027 8,85 - - - = 0,036 6,65 0,036 6,65 0,038 6,30 0,038 6,30
0,027 9,60 - - - = 0,036 7,20 0,036 7,20 0,038 6,80 0,038 6,80
0,027 10,35 - - - = 0,036 7,75 0,036 7,75 0,038 7,35 0,038 7,35
0,027 11,10 - - - = 0,036 8,30 0,036 8,30 0,038 7,85 0,038 7,85
0,027 11,85 - - - = 0,036 8,85 0,036 8,85 0,038 8,40 0,038 8,40
T T T T1 T1 T1 T
<5 <5 <5 <5 <5 <5 <5
300 300 3002 3002 3002 500 700
Euroclass E
<5 <5 <5 <5 <5 <5 <5
- 200 - - 200 - -
130 - 130 130 - 180 250
0,7 - 0,7 0,7 - 0,7 0,7
WD(V)1-3 - WD(V)1-3 WD(V)1-3 - WD(V)1-3 WD(V)1-3
FTCD1 - FTCD1 FTCD1 - FTCD1 FTCD1
250-80 250-80 250-80 250-80 250-80 250-80 250-80
0,07 0,07 0,07 0,07 0,07 0,07 0,07
+75°C +75°C +75°C +75°C +75°C +75°C +75°C
skin structured skin skin structured skin skin
butt edge, butt edge,
shiplap butt edge shiplap, tongue shiplap, tongue butt edge shiplap shiplap
and groove and groove
Imprint
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Solutions for construction. Simple but effective.
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JACKON Insulation GmbH
Carl-Benz-StraB3e 8
D-33803 Steinhagen

Telephone +49 (0) 5204 - 320
Telefax +49 (0) 5204 - 300
E-Mail: info@jackodur.com
www.jackon-insulation.com
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